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Series BD-SILD

LIGHT DUTY

Technical Specification

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Ground

2V & 2Flat Type Bed Ways Dog Chuck
True Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
IHP.3Phase, 1440 RPM Elc. Motor Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment

Key-Way Cutting Attachment with Elc. Motor

Milling Vice

Splash Guard

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Bed Typed 2V & 2Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) |6 Speeds
Spindle Nose Type Threaded 8TPI
Spindle Bore 40mm (1.5")
Widthn of Bed Gap In Front of face Plate 13amm (5.23")
Cross Slide Travel 180mm (7')
Top Slide (Compound Slide) Travel 10mm (4.25")
Toal Sank Size 20mm (0.752")
Tailstock Ram Dia. 38mm (1.5")
TailStock Quill Travel I10mm (4.25")
Tailstock Taper Size MT -3

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

i et | Mkt | Wt | S e | st Qe Suty B et s

Center Height B09mm(24") Approx KGs, LxW
SILD - 3 |35 (085mm)| 380 400 | 1370 x 100D
SILD - 4 |456.0370mm) | 725 480 | 1600 x 100D
SILD-5 | 5.3f(600mm)| 915 Zigmm. |Dra. S Dia. Zmm | e fidmm | Die. W0mm | 550 | 1980 x 00D
SILD-§ | BR.0830mm) | 1115 BOD | 2100 x 1000

01

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

32 / 0.068 to 1.02 mm/rev

Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM

32 / 0.012 to 0.1858 mm/rev

Transverse Movement in MM 180mm (7")
37 in INCH
Nos. of Threads & Range (Norton Gear Box) i tulrllﬁl] TA]
Lead Screw Dia. / TPI (") 25.4mm / 4TPI
Elc. Motor Requires (2-Speed) IHP / 0.753 kw 1440rpm




s series BD-SIMD

MEDIUM DUTY

Technical Specification

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Ground

Dog Chuck / True Chuck

2V & ZFlat Type Bed Ways
Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
1.oHP.3Phase, 1440 RPM Elc. Motor Ino. Face Plate

Motor Pulley

Ino.

All-Geared Headstock

V-Belt

Ino.

Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers Znos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM 1Set. Tool Post Grinnding Attachment

Key-Way Cutting Attachment

Milling Vice

10" Center Height

Splash Guard

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Bed Typed 2\ & 2Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 8 Speeds
Spindle Nose Type Threaded BTPI
Spindle Bore aZmm (2")
Widthn of Bed Gap In Front of face Plate 140mm (5.3")
Cross Slide Travel 240mm (11"
Top Slide (Compound Slide) Travel 130mm (5.1")
Tool Sank Size 2amm (1")
Tailstock Ram Dia. allmm (2")
TailStock Quill Travel 1a0mm (B")
Tailstock Taper Size MT - 4

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Modsl |Bed Length | ot | o | Bt | Dver Garringd Erosa Side. | GAR Bad | Weight |Floor Space

85" 10v| 85" v | 85" 10" | 85" 0" |ApproxKBs|  LxW
SIMD - 4 | 45ft. (370mm)| 550 B50 | 1600 x 1100
SIMD - § | 5ft.(1B00mm) 700 400 | 480| 780 | 380 | 200 | 200 | Bso | soo | 700 1800 x 1100
SIMD - B | Bf.(830mm) | 1000 ZEE.TF” 800 | 2100 x 1100
SIMD -7 | 8ft2440mm) | 1500 {000 | 2700 x 1100

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

02

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

32 / 0.068 to 1.02 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears b0X) INCH & MM

32 / 0.012 to 0.1858 mm/rev.

Transverse Movement in MM 240
32in INCH
Nos. of Threads & Range (Norton Gear Box) 4 1o BO TR0
Lead Screw Dia. / TPI 3.7amm / 4 TPI
Elc. Motor Requires (2-Speed) 1.aHP / 1 kw 1440 rpm




S series BD-102

MEDIUM HEAVY DUTY

Technical Specification

=

)
-'J

I

| ABC 1000

BC 1000 |

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Ground

2V & 2Flat Type Bed Ways T it
Dog Chuck Ino. Steady Rest

Chuck Back Plate Ino. Follow Rest

7HP.3Phase, 360/1440 RPM Elc. Motor Ino. Face Plate

Motor Pulley

Ino.

All-Geared Headstock

V-Belt

Ino.

Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete |Set. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. 1Set. Huick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment

Key-Way Cutting Attachment with Elc. Motor

Milling Vice

Splash Guard

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Bed Typed 2\ & ZFlat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds / F&R
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 18 Speeds / F &R
Spindle Nose Type Threaded BTPI
Spindle Bore abmm (2.1")
Widthn of Bed Gap In Front of face Plate 170mm (B.7")
Cross Slide Travel J3amm (13")
Top Slide (Compound Slide) Travel laamm (B")
Tool Sank Size 2amm (1")
Tailstock Ram Dia. aamm (2.25")
TailStock Quill Travel 180mm (7")
Tailstock Taper Size MT -4

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

32 / 0.068 to 1.8 mm/rev.

Admit | Width of | Swing Dia] Swing Dia. Swing Dia.Over | Swing Dia. In .
Madel | Bed Length Between| Bed Over Bed | Over Carriagg Cross Slide GAP Bad Weight |Floor Space
Center Height 254mm(10") Approx KGs LxW
ai02 5.5ft. (I675mm)| a4 980 1980x1200
7102 7ft.(2130mm) 000 1150 2440 x 1200
9102 8ft.(2740mm) | (200 1400 {3050 x 1200
10102 10ft.(3050mm) 1850 1800 {33450 x 1200
12102 12ft.(3660mm) | 2500 3Z2amm |Dia. 455mm| Dia. 355mm Dia. 290mm Dia. 710mm 2000 14000 x 1200
(12.75") (18" (14") (11.25") (28")

14102 14ft.(4270mm) | 3100 2250 4600 x 1200
16102 I6ft.(4880mm) | 3700 3000 |5200x 1200

Nos. fo Feeds for TRANSVERSE (with Norton Gears b0X) INCH & MM

32 / 0.016 to 0.485mm/rev.

03

Transverse Movement in MM 330 / 380
41 in INCH
Nos. of Threads & Range (Norton Gear Box) 510 B0 TPl
Lead Screw Dia. / TPI 38.lmm / 4 TPI
Elc. Motor Requires (2-Speed) 2 HP / 3HP 1440 rpm




5 SErRIEs BD-123

MEDIUM HEAVY DUTY

Technical Specification

)
-

£
¥ Asc 1000 ]

ACCESSORIES

Standard Accessories Optional Accessories

Induction Hardened & Precisely Ground

2V & 2Flat Type Bed Ways i izl
Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
3HP.3Phase, 1440 RPM Elc. Maotar Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers Znos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Huick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment

Key-Way Cutting Attachment with Elc. Motor

Milling Vice

Splash Guard

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Bed Typed

2V & ZFlat typed

Spindle Speeds (In V-Belts Driven)

8 Speeds / F&R

spindle Speeds (In All- Geared Driven) (OPTIONAL)

18 Speeds / F& R

Spindle Nose Type Threaded BTPI
Spindle Bore g0mm (3.1")
Widthn of Bed Gap In Front of face Plate 170mm (B.7")
Cross Slide Travel J3amm to 380mm
Top Slide (Compound Slide) Travel 15amm (B")
Tool Sank Size 2amm (1")
Tailstock Ram Dia. aamm (2.23")
TailStock Quill Travel 180mm (7")
Tailstock Taper Size MT - 4

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

32 / 0.068 to 1.98 mm/rev.

Admit Width of | Swing Dia] Swing Dia. Swing Dia.Over | Swing Dia. In .
Madel | Bed Length Between Bed Over Bed | Over Carriagg Cross Slide GAP Bad Rl Floor Space
Center Height 304mm(12") ApproxKBs|  LxW
123 5.5ft. (I67Smm)|  aaa 1050 1980x1200
7123 7ft.(2130mm) 1000 1250 | 2440 x 1200
9123 9ft.(2740mm) | 1500 1500 | 3050 x 1200
10123 10ft.(3050mm) 1850 1900 | 3350 x 1200
12173 12ft.(3660mm) | 2500 32amm |Dia. 358mm| Dia. 435mm Dia. 330mm Dia. 810mm 2150|4000 x 1200
(12.75") (22") (18") (15.3") (32"

14123 14ft.(4270mm) | 3100 2400 | 4600 x 1200
16123 I6ft.(4880mm) | 3700 3200 |5200 x 1200

Nos. fo Feeds for TRANSVERSE (with Norton Gears b0OX) INCH & MM

32 / 0.016 to 0.485mm/rev.

04

Transverse Movement in MM 33a
40 in INCH
Nos. of Threads & Range (Norton Gear Box) 230 B0 TFI
Lead Screw Dia. / TPI 38.lmm / 4 TPI

Elc. Motor Requires (2-Speed)

2 HP / 3HP 1440 rpm
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SEriIes BD-15123
HEAVY DUTY

Technical Specification

-
—

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Ground

2V & 2Flat Type Bed Ways True Chuck
Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
3HP.3Phase, 1440 RPM Elc. Motor Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment

Key-Way Cutting Attachment with Elc. Motor

Milling Vice

Splash Guard

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Bed Typed 2V & ZFlat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds / F &R
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 18 Speeds / F & R
Spindle Nose Type Threaded BTPI
Spindle Bore 80mm
Widthn of Bed Gap In Front of face Plate 170mm (B.7")
Cross Slide Travel 33amm to 380mm
Top Slide (Compound Slide) Travel 5amm (B")
Tool Sank Size 2amm (1")
Tailstock Ram Dia. aomm (2.23")
TailStock Quill Travel 180mm (7")
Tailstock Taper Size MT - 4

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

32 / 0.068 to 1.8 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM

37 / 0.016 to 0.485mm/rev.

ot B Lot | (L0 | VLT | Dot B o] B e | e | W o o
Center Height 304mm(12") Approx KGs LxW
515123 | 5.5ft (1875mm)|  0ad 1250 1980x1400
715123 | 7fe(2130mm) | 1000 1450 | 2440 x 1400
915123 | 9f.(2740mm) | 1200 1650 {3040 x 1400
1015123 | 10f.(3050mm) 1850 2000 |33a0 x 1400
1215123 | 12fe.3660mm) | 2500 37amm |Dia. 350mm| Dia. 400mm Dia. 330mm Dia. 810mm 2400 4000 x 1400
(14.73") (22") (18") (15.3") (32")
1415123 | 14ft.(4270mm) | 3100 2800 |4B00 x 1400
1615123 | IBft.(4880mm) | 3700 3800 |5200 x 1400
1815123 | 18ft.(5480mm) | 4300 4300 | 5B0O0 x 1400

05

Transverse Movement in MM 330 / 380
41 in INCH
Nos. of Threads & Range (Norton Gear Box) o [T
Lead Screw Dia. / TPI 38.lmm / 4 TPI
Elc. Motor Requires (2-Speed) 2 HP / 3HP 1440 rpm
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SEries BD-15153
HEAVY DUTY

Technical Specification

-
—

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Ground

2V & 2Flat Type Bed Ways True Chuck
Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
3HP.3Phase, 1440 RPM Elc. Motor Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Set. Machine Lamp Stand
Alen Keys Set. |Set. Huick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment

Key-Way Cutting Attachment with Elc. Motor

Milling Vice

Splash Guard

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Bed Typed

2V & ZFlat typed

Spindle Speeds (In V-Belts Driven)

8 Speeds / F&R

Spindle Speeds (In All- Geared Driven) (OPTIONAL)

18 Speeds / F &R

Spindle Nose Type

Threaded GTPI

Admit

Width of

Swing Dia.

Swing Dia.

Swing Dia.Over

Swing Dia. In

Spindle Bore admm
Widthn of Bed Gap In Front of face Plate 170mm (B.7")
Cross Slide Travel J3amm to 380mm
Top Slide (Compound Slide) Travel 15amm (B")
Tool Sank Size 2amm (1")
Tailstock Ram Dia. aomm (2.23")
TailStock Quill Travel 180mm (7")
Tailstock Taper Size MT - 4

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

32 / 0.068 to 1.98 mm/rev.

Madel | Bed Length Between| Bed Over Bed | Over Carriagg Cross Slide GAP Bad Weight |Floor Space
Center Height 380mm(15") Approx KGs LxW
a1a3 5.5ft. (1B75mm)|  0aa 1300 1980x1400
7153 7ft(2130mm) | 1000 1500 | 2440 x 1400
9153 8ft.2740mm) | 1500 1700 | 3050 x 1400
10153 10ft.(3050mm) {840 2050|3350 x 1400
12153 12ft.(3660mm) | 2500 37amm | Dia. 720mm| Dia. B00mm Dia. 940mm Dia. 1010mm 2450 14000 x 1400
(14.73") (28.3" (24") (21" (39.9")
14153 14ft.(4270mm) | 3100 2850 |4B00 x 1400
16153 IBft.4880mm) | 3700 3850 |5200 x 1400
18153 18ft.(5480mm) | 4300 4250 | 5800 x 1400

Nos. fo Feeds for TRANSVERSE (with Norton Gears b0OX) INCH & MM

32 / 0.016 to 0.485mm/rev.

06

Transverse Movement in MM 334 / 380
400 in INCH
Nos. of Threads & Range (Norton Gear Box) 7t B0 TP
Lead Screw Dia. / TPI 38.lmm / 4 TPI
Elc. Motor Requires (2-Speed) 2 HP / 3HP 1440 rpm




seriIEs BD-18164 ACCESSORIES

T

Standard Accessories Optional Accessories

EXTRA HEAVY DUTY

Hardened Bed Ways True Chuck

A

k [ Dog Chuck Ino. Steady Rest
ABC 2.5 Mir) Sl Chuck Bock Pt Ino. Follow Ros
aHP.3Phase, 960 RPM Elc. Motar Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads
R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment
Oil Cane 1Set. Key-Way Cutting Attachment with Elc. Motor
Milling Vice
Splash Guard

130mm (2") Or 133mm (B8") Spindle Bore

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

General Specification

Technical Specification

. i N - N N Bed Typed 2V & 2 Flat typed
Madel | Bed Length Bﬁltjvl;l“:an WEI;: o E:V;:QBEI:- grl:rll'gﬂgll‘al:iﬂuﬂ g:‘vl;:g g::i-EVBI‘ SVEIIRIE g::i " R 0T Space Spindle Speeds (In V-Belts Driven) 8 Speeds
Center Height 406mm(iE") Approx KGs| LxW Spindle Speeds (In All- Geared Driven) (OPTIONAL) 9 Speeds
718184 | 7#. (2130mm) | 800 2300 | 2440 x 1450 Spindle Nose (In Belt Driven) B TPI
918184 |8f2740mm) | 1300 2450 | 3080 x 1450 Spindle Bore 104 mm
(018164 | 10ft.(3050mm)| 1BO0 2750|3350 x 1450 Tailstock Ram Dia. 76.1 mm
1218164 | Bft(830mm) | 2200 2950 | 4000 x 1450 Tailstock Taper Size MT -5
W8IB4 |12 2B60mm) | 2800 457mm | Dia. 785mm| - Dia. 600mm Dia. 500mm | Dia. 1220mm | 350 | 4800 x 1450 Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM Infinitely Variable
P p— e L Gl (@0 S P P Nas. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM Y
1818164 |16f.4880mm) | 4100 3750|5800 x 1450 Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM 0.065 to 1.98 mm/rev.
2018164 |18ft.(5480mm) | 4700 400 |B400 x 1450 Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM 0.016 to 0.48 mm/rev.
2418184 |20ft.(BI00mm) | 5900 4500 | 7600 x 1450 Transverse Movement in MM 500 / BOD
2618164 | 24ft.(7315mm) Ga00 4850 | 8200 x 1450 Nos. of Threads & Range (Norton Gear Box) SEJ"S:]NEEI
2818164 | 26ft.(7920mm)| 7100 a2a0 | 8800 x 1450 Lead Screw Dia. / TP =0 / 77|
SEIG4 | 28 (B530mm) 7700 5500|3400 x 1450 Ele. Motor Requires (2-Speed) SHP/75HP | 1440/ 960rpm

07




5 series BD-18184

EXTRA HEAVY DUTY

Technical Specification

|I_I

|
_
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-

b

ABC 1.5 Mt

I

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Grounded 2V & 2Flat
Type Bedways

True Chuck

Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
aHP.3Phase, 960 RPM Elc. Motar Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads
R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment
0il Cane 1Set. Key-Way Cutting Attachment with Elc. Motar
Milling Vice
Splash Guard
130mm (5") Or 158mm (B") Spindle Bore
COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

o B Lonth | L0 | VLT | Do B o] oo | e | Ve o o
Center Height 457mm(18") Approx KBs. LxW
718184 | 7. (2130mm) | 800 2350 | 2440 x 1430
918184 | 8fe.(2740mm) | 1200 2al0 | 3080 x 1450
1018184 | I0ft.(3050mm)| 1600 2850 | 3340 x 1450
1218184 | 12ft.(2660mm) | 2200 2350 | 4000 x 1450
1418184 | (4fe4270mm) | 2800 457mm  |Dia. 86amm| Dia. 700mm Dia. 600mm Dia. 1320mm 37200 | 4B0O0 x 1450
(18") (34" (28") (28") (92")

I618184 | IBft.(4880mm)| 3al00 3080 | 5200 x 1450
1818184 | 18ft.(5480mm) | 4100 3800 |5800 x 1450
2018184 | 20ft.(6100mm) | 4700 4130 | 6400 x 1450
2418184 | 24ft.(7315mm) | 5900 4800 | 7600 x 1430
2618184 | 26ft.(7920mm)| 6200 4700 | 8200 x 1450
2818184 | 28ft.(7315mm) | 7100 a300 |8800 x 1450
3018184 | 30ft.(8150mm) | 7700 aoal 9400 x 1450
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General Specification

Bed Typed 2V & Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 9 Speeds
Spindle Nose (In Belt Driven) 6 TPI
Spindle Bore 104 mm
Tailstock Ram Dia. 76.1 mm
Tailstock Taper Size MT - &

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

0.065 to 1.98 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears b0X) INCH & MM

0.016 to 0.48 mm/rev.

Transverse Movement in MM a0 /7 600
3a.in INCH
Nos. of Threads & Range (Norton Gear Box) o o T
Lead Screw Dia. / TPI all / 2TRI
Elc. Motor Requires (2-Speed) aHP /7.4 HP 1440/ 860rpm




Series BD-20204
EXTRA HEAVY DUTY

Technical Specification

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Grounded 2V & 2Flat
Type Bedways

True Chuck

Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
aHP.3Phase, 960 RPM Elc. Motar Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads
R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment
Oil Cane 1Set. Key-Way Cutting Attachment with Elc. Motor
Milling Vice
Splash Guard

130mm (a") Or 133mm (") Spindle Bore

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

o B Lonth | L0 | VLT | Do B o] oo | e | Ve o o
Center Height S08mm(20") Approx KBs. LxW
720204 | 7. (2130mm) | 800 2al0 | 2440 x 1430
920204 | 9ft.(2740mm) | 1200 2720|3030 x 1450
1020204 | 10f.(3050mm) | 1600 3100|3380 x 1450
1220204 | 12ft.(2660mm) | 2200 3400 | 4000 x 1450
1420204 | 14fe4270mm) | 2800 allBmm |Dia. 96Gmm| Dia. 800mm Dia. 700mm Dia. 1420mm 3500 | 4B00 x 1450
(20" (38") (32") (28") (56"

1620204 | 1Bft.(4880mm)| 3000 3850 |5200 x 1450
1820204 | 18ft.(5480mm) | 4100 4200 | 5800 x 1450
2020204 | 20f.(B100mm) | 4700 4600 | 6400 x 1450
2420204 | 24f.(7315mm) | 5900 a300 | 7600 x 1450
2620204 | 26ft.(7920mm)|  B200 aaa0  |8200 x 1450
2820204 | 28ft.(7315mm) | 7100 2300 |8800 x 1450
3020204 | 30ft.(81s0mm) | 7700 6150 9400 x 1450

09

General Specification

Bed Typed 2V & 2 Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 9 Speeds
Spindle Nose (In Belt Driven) 6 TPI
Spindle Bore 104 mm
Tailstock Ram Dia. 76.1 mm
Tailstock Taper Size MT -5

Nos. fo Feeds for LONGITUBINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

0.065 to 1.98 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM

0.016 to 0.48 mm/rev.

Transverse Movement in MM a0 / 600
39.in INCH
Nos. of Threads & Range (Norton Gear Box) 510 30 T
Lead Screw Dia. / TPI all / 2TPI
Elc. Motor Requires (2-Speed) aHP /7.4 HP 1440/ 960rpm
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Series BD-20184
EXTRA HEAVY DUTY

Technical Specification

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Grounded 2V & 2Flat
Type Bedways

True Chuck

Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
aHP.3Phase, 960 RPM Elc. Motar Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Set. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM 1Set. Tool Post Grinnding Attachment
Oil Cane 1Set. Key-Way Cutting Attachment with Elc. Motor
Milling Vice
Splash Guard

130mm (") Or 153mm (") Spindle Bore

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

o B Lonth | L0 | VLT | Do B o] oo | e | Ve o o
Center Height 427mm(18") Approx KGs. LxW
720184 | 7+ (2130mm) | 800 2450 | 2440 x 1430
920184 | 9f.(2740mm) | 1200 2650 |3050 x 1450
1020184 | 10ft.(3050mm) | 1600 3000 |33a0 x 1450
1220184 | 12ft.(2660mm) | 2200 3320 | 4000 x 1450
1420184 | (4fe4270mm) | 2800 all8mm |Dia. 865mm| Dia. 700mm Dia. 600mm Dia. 1320mm 3400 | 4B00 x 1450
(20" (34" (28") (28") (92")

I620184 | IBft.(4880mm)| 3al0 3750 | 5200 x 1450
1820184 | 18ft.(5480mm) | 4100 4100 | 5800 x 1450
2020184 | 20ft.(8100mm) | 4700 4500 | B400 x 1450
2420184 | 24ft.(7315mm) | 5900 a200 | 7600 x 1450
2620184 | 26ft.(7920mm)| G200 a450 |B200 x 1450
2820184 | 28ft.(7315mm) | 7100 aB800 |8800 x 1450
3020184 | 30ft.(8150mm) | 7700 6050 9400 x 1450
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General Specification

Bed Typed 2V & 2 Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 9 Speeds
Spindle Nose (In Belt Driven) B TPI
Spindle Bore 104 mm
Tailstock Ram Dia. 761 mm
Tailstock Taper Size MT -3

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

0.065 to 1.98 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM

0.016 to 0.48 mm/rev.

Transverse Movement in MM ad0 7/ 600
dain INCH
Nos. of Threads & Range (Norton Gear Box) 5
Lead Screw Dia. / TPI all / 2TPI
Elc. Motor Requires (Z2-Speed) aHP /7.5 HP 1440/ 960rpm
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SErRIES BD-24205
EXTRA HEAVY DUTY PLANO BED

Technical Specification

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Grounded 2V & 2Flat

Type Bedways

True Chuck

Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
7.0HP 3Phase, 960 / 14400 RPM Elc. Motor (2-speeq) Ino. Face Plate

Motor Pulley

Ino.

All-Geared Headstock

V-Belt

Ino.

Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment
0il Cane 1Set. Key-Way Cutting Attachment with Elc. Motar
Milling Vice
Splash Guard

PLANDO Type Extra Heavy Duty Bed Available in all

above model on request

155mm (B") Spindle Bore

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

o B Lonth | L0 | VLT | Do B o] oo | e | Ve o o
Center Height S08mm(20") Approx KBs. LxW
724205 | 7. (2130mm) | 800 3000 | 2500 x 1600
924205 | 9ft.2740mm) | 1200 3950 | 3100 x 1600
1024205 | 10f.(3050mm) | 200 4350 | 3400 x 1600
1224205 | 12ft.(2660mm) | 2100 4750 | 4000 x 1600
1424205 | 14fc.4270mm) | 2700 all3mm |Dia. 363mm| Dia. 800mm Dia. 700mm Dia. 1370mm 5150 | 4B00 x 1600
(24") (38") (32") (28") (a4")

1624205 | I6ft.(4880mm)| 3300 aBa0 | 5200 x 1600
1824205 | 18ft.(5480mm) | 3900 BO50 |5800 x 1600
2024205 | 20f.(B100mm) | 4000 6550 | 7000 x 1600
2424205 | 24f.(7315mm) | 5100 7430 | 7600 x 1600
2624205 | 26ft.(7920mm)| 6700 7850 |8200 x 1600
2824205 | 28f.(7315mm) | 7300 8300|8800 x 1600
3024205 | 30ft.(8150mm) | 7300 8750 9400 x 1600
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General Specification

Bed Typed 2V & 2 Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 9 Speeds
Spindle Nose (In Belt Driven) 6 TRI

Spindle Bore Std. 130mm / 153mm Available
Tailstock Ram Dia. 761 mm
Tailstock Taper Size MT -3

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

0.065 to 1.98 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM

0.016 to 0.48 mm/rev.

Transverse Movement in MM a0 /7 600
3ain INCH
Nos. of Threads & Range (Norton Gear Box) STEETTTT
Lead Screw Dia. / TPI al / 2TRI
Elc. Motor Requires (2-Speed) 79HP /10 HP | 8960/ 1400rpm
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SERIES BD-24245
EXTRA HEAVY DUTY PLANO BED

Technical Specification

ACCESSORIES

Standard Accessories

Optional Accessories

Induction Hardened & Precisely Ground

2V & 2Flat Type Bed Ways True Chuck
Dog Chuck Ino. Steady Rest
Chuck Back Plate Ino. Follow Rest
7.0HP.3Phase, 960/1440 RPM Elc. Motor (2 Speed)|  Ino. Face Plate
Motor Pulley Ino. All-Geared Headstock
V-Belt Ino. Norton Gear Box Having INCH & MM Threads

R/F Switch + wiring Complete ISet. Electro Coolant Pump with Tank & Stand Fittings
Spindle Nose Sleeve Ino. Taper Turning Attachment
Dead Centers 7nos. Anti Vibration Leveling Ped Sets
Tool Post Key Ino. Revolving Center
Service Spanner Set. 1Sgt. Machine Lamp Stand
Alen Keys Set. ISet. Quick Change Tool Post
Change Gear Set INCH / MM ISet. Tool Post Grinnding Attachment

Key-Way Cutting Attachment with Elc. Motor

Milling Vice

Splash Guard

PLANDO Type Extra Heavy Duty Bed Available In

All above model on request

15amm (6") Spindle Bore

COMPLETE CNC CONTROLED RETRO FITTING HAVING LATHE MACHINE

o B Lonth | L0 | VLT | Do B o] oo | e | Ve o o
Center Height 609mm(24") Approx KGs.| LxW
SILD - 3 | 3.5ft. (I065mm)|  BO0 4000 | 2500xI600
SILD - 4 |45ft.(370mm) | 1200 4400 | 3100x1600
SILD - 5 | 5.3ft.(600mm)| 1500 4730 | 3400xI1600
SILD-B | Bft.(830mm) | 2100 a300 | 4000xI600
1424245 |14f.(4270mm) 2700 609mm |Dia. IBamm| Dia. I000mm Dia. 300mm Dia. 1370mm 5E00 | 4BOOXIBOO
(24") (48" (40" (36") (62")
1624245 |1Bft.(4880mm) | 3300 6200 | 5200xI600
1824245 |18ft.(5480mm) | 3900 6500 | 5800xIBOD
2024245 | 20f.(8100mm) | 4200 7000 | 7000xI600
2424245 | 24ft.(7315mm) | §100 7900 | 7600xI60O0
2624245 | 26f.(7920mm) | 6700 8400 | 8200xIBOD
2824245 | 28ft.(8530mm)| 7300 8800 | 8800xI600
3024245 | 30ft.(3150mm) | 7900 9300 | 9400xI600
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General Specification

Bed Typed 2V & Flat typed
Spindle Speeds (In V-Belts Driven) 8 Speeds
Spindle Speeds (In All- Geared Driven) (OPTIONAL) 8 Speeds
Spindle Nose (In Belt Driven) G TRI
Spindle Bore Std. 130mm/ 155mm Available
Tailstock Ram Dia. 76.1 mm
Tailstock Taper Size MT - &

Nos. fo Feeds for LONGITUDINAL (with Change Gears) INCH & MM

Nos. fo Feeds for TRANSVERSE (with Change Gears) INCH & MM

Infinitely Variable

Nos. fo Feeds for LONGITUDINAL (with Norton Gears Box) INCH & MM

0.065 to 1.98 mm/rev.

Nos. fo Feeds for TRANSVERSE (with Norton Gears bOX) INCH & MM

0.016 to 0.48 mm/rev.

Transverse Movement in MM a00 7/ 600
3a.in INCH
Nos. of Threads & Range (Norton Gear Box) e
Lead Screw Dia. / TPI all / 2TRI
Elc. Motor Requires (Z-Speed) 7.9 HP /10 HP 960/ 1400rpm
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Address : 8, Mavdi Plot, Rajkot - 360004
Email : sureliamachines@gmail.com
Contact No: +91 99099 19989

SuURELIA INDUSTRIES
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